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Evidence of a new phase in gypsum–anhydrite
transformations under microwave heating by
in situ dielectric analysis and Raman
spectroscopy†
Angel M. López-Buendı́a, *a Beatriz Garcı́a-Baños, *b M. Mar Urquiola,a
José M. Catalá-Civera b and Felipe L. Peñaranda-Foix b
Mineral transformations of the gypsum–anhydrite system under microwave heating have been studied using
in situ dielectric thermal analysis (MW-DETA) and Raman spectroscopy simultaneously. The dielectric
properties of samples that were measured under microwave heating provided thorough information about the
dynamics of the gypsum–anhydrite system transformations and its significance from the mineralogical point of
view. In particular, the MW-DETA technique revealed a new intermediate phase with a g-anhydrite structure.
This phase corresponds to the soluble stage of g-anhydrite, and it is characterized by a high ionic charge
inside the crystal channels. The complete sequence is gypsum - 0.625-subhydrate - bassanite - hydro
g-anhydrite - anhydrous g-anhydrite - b-anhydrite. The transformations were also assessed using DSC, TG,
DTA and dielectric measurements at room temperature, as well as other techniques including X-ray powder
diffraction (XRPD) and high-temperature XRD (HT-XRD). Correlations between the dielectric properties with
temperature and the rest of the techniques elucidated the heating mechanisms of this material under
microwave energy during the different stages. The in situ combination of the MW-DETA and the Raman
analysis appears to be a powerful technique, providing new insights about the mechanisms which govern the
volumetric heating of this and other materials.
Introduction
Microwave treatment of materials is a well-established technique
that is increasingly employed in industry1,2 with applications in
many fields, such as the food, pharmaceutical, and chemical
industries,3 as well as for agriculture, medicine, and industrial
mineral processing,4–10 showing clear advantages in terms of
efficiency, processing time, and product quality when compared
to the more conventional heating technologies.
Although numerous theories attempt to explain the origin,
nature, or magnitude of the mechanisms behind the advantages
shown by microwave processing, these processes are still a matter
of study.11–13 Since the interaction of materials with microwave
energy is determined by their dielectric properties, many studies
in the last decades have focused on measuring these properties as
a function of frequency, time, or temperature.14 Some previous
attempts measuring dielectric measurements as a function of
temperature have shown certain limitations (a review can be
found in ref. 15). For example, samples were heated in conven-
tional furnaces and then moved to a microwave measurement set-
up, and therefore, the dielectric properties measured under
conventional heating may not have been representative of the
specific microwave heating process.15,16
Microwave analytical methods, whose objective is to gain a
thorough and deeper understanding of microwave-matter inter-
actions, have recently been developed, such as the in situ
determination of dielectric properties under microwave heating
(MW-DETA).13,17 These advanced methods are able to provide
real-time and accurate dielectric measurements during the
reactions or transformations which occur under an applied
microwave field, thereby yielding more comprehensive and
realistic insights into the mechanisms that can offer greater
benefits than those achieved by conventional heating.
Gypsum–anhydrite is a relevant mineral system of high interest
for many areas of science and industry, such as geology,18–20
engineering materials for construction,21,22 heritage conservation,23
industrial processing,24,25 geotechnical engineering,26–28 and also for
artistic, painting, medical, or pharmaceutical applications. Gypsum
is a basic mineral commodity whose worldwide production from
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46980, Paterna, Valencia, Spain. E-mail: angel.lopez@ceinnmat.com
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geological resources was estimated at 150 Tg (million tonnes) in
2018,29 with an additional production of nearly 150–200 Tg
including synthetic gypsum (own data), mainly produced as flue
gas desulfurization gypsum (FGD), which is a by-product of coal
power plants.
Application of microwave energy was studied for gypsum
treatment in industrial applications like gypsum plaster drying30
or gypsum plaster production.31 In spite of the obtained results,
the authors acknowledged there was a lack of information about
the effect of microwave fields on the gypsum–anhydrite system
at different temperatures.
In order to contribute to a deeper understanding of how
microwave fields affect mineral transformations, in this study,
advanced microwave equipment17 has been applied to this
mineral system composed of dipolar H2O molecules and non-
polar domain molecules of CaSO4. As a result, new data
emerged on the transitional vibration stages, where microwaves
partially polarize water molecules, thus affecting the measured
dielectric properties. The findings obtained by this technique
unveiled the microwave heating mechanisms in each phase,
providing useful information for potential industrial applica-
tions. Correlation with other analysis techniques, such as
simultaneous Raman spectroscopy during microwave heating
and X-ray powder diffraction, verified the new technique’s
information and supported the conclusions about the novelties
in the observed transformations.
The gypsum–anhydrite system
Gypsum is a calcium sulfate mineral based on non-polar CaSO4
molecules and 2 dipolar molecules of H2O (CaSO42H2O) with a
very crystalline, stable and monoclinic structure, which some
authors assign to the C12/c1 space group.32 The water of
crystallization presents hydrogen (H) in two positions at differ-
ent distances of the SO4 tetrahedron. Its structure shows two
sheets that comprise SO4 tetrahedra with Ca–O polyhedra,
sharing six O atoms between them, and where two O atoms
are shared with H2O molecules.
33
According to the literature,34–43 when heated over 95 1C,
water is partially sublimated, and gypsum is transformed through
several sub-hemihydrates into a more stable mineral, which is
bassanite. The latter, in turn, is transformed into anhydrite, which
has three known structures (Table 1). The thermal sequence of
the minerals, which shows increasing stability, is: Gypsum -
Bassanite - g-anhydrite - b-anhydrite - a-anhydrite.
Each stage has its own industrial relevance for different
applications, and this leads to the involvement of different
disciplines in their study. The terminology related to these
materials in the literature uses mineral, chemical, and technical
nomenclature,44–58 whose equivalences are summarized in
Table 1.
Dielectric properties
Microwave processing applications are restricted to ISM (Industrial,
Medical and Scientific) standardized frequencies in the 2.45 GHz
and 915 MHz bands. At these frequencies, the capacity of materials
to absorb microwave energy has been reported to be dominated by
the dipolar effect (orientation of dipoles at the molecular level)
together with the ionic effect (orientation of free charges, as
electrons or ions).1
The parameter that defines the behavior of materials
exposed to a microwave electric field is the complex permittivity
(e*):
e* = e0  je00 (1)
where the real part (e0) is referred to as the dielectric constant,
and the imaginary component (e00) is referred to as the loss
factor. The ratio between the material loss factor and the
dielectric constant is known as the loss tangent (tan(d)), which
represents the ability of the material to convert electromagnetic
energy into heat:
tan(d) = e00/e0 (2)
It is a well-known fact that the water molecule is a dipolar
molecule with water dimer resonances in the microwave







of transitions Lattice Space group
Gypsum CaSO4H2O Gypsum 2.31–2.3351 o80 1C Monoclinic I2/a52
C2/c53
0.625-subhydrate CaSO40.625H2O 2.6351 65–180 1C Trigonal C24,5




g-Anhydrite ‘g-CaSO4’ Anhydrite III
46 (soluble anhydrite) 2.5851 160–380 1C Hexagonal C22235
P6222
2,9,10
b-Anhydrite ‘b-CaSO4’ Anhydrite II
46 (insoluble anhydrite) 2.93–2.9751 260 to 41228 1C Orthorhombic (Bmmb54,55)
(Cmcm(63)56)
Amma9,30,31,45,47,57
a-Anhydrite46 ‘a-CaSO4’ Anhydrite I
50 960 to 41450 1C Cubic41
Trigonal50
Barite-type CaSO4 48 GPa Orthorombic Pnma
49
Monazite type CaSO4 45 GPa Monoclinic P21/n
48,49,58
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frequency band59 which is easily polarized by the electric field
and transforms the electromagnetic energy into heat when it is
in a liquid state.60,61
The water of crystallization in the gypsum crystal structure
is, however, very stable, with compensated charges, and shows
a very low capacity to be polarized by the electromagnetic fields.
Sulfate is a unipolar molecule showing Ca–SO4–Ca with
highly compensated charges, as demonstrated by the difficulty
in obtaining anhydrite crystal growth in CaSO4 solutions.
62
Dielectric properties allow the direct measurement of the
polarizability of the materials and, consequently, of their inter-
action with microwave fields. In this work, given that trans-
formations will occur in the calcium sulfate system, important
changes are expected to be seen in their capacity to convert
microwave energy into heat. In addition, dramatic and abrupt
changes are often observed in the materials’ dielectric properties
when temperature changes,15 and thus analyzing them during the
heating process is convenient.
Experimental section
Materials
A sample of high purity gypsum of collection quality was
selected for the study. This sample is natural polycrystalline
gypsum of specular habit from Soneja (Spain) of secondary
formation associated with geological Keuper facies.
Experimental techniques
Samples were examined through mineralogical (XRD, HT-XRD),
micro-morphological (SEM), thermo-analytical (DSC, TG, DTA),
and dielectric thermal analyses during microwave heating
(MW-DETA).
In order to carry out a comparative study of the molecular
influence, a review of the crystallography of gypsum–anhydrite
series was also conducted using the most recent crystallo-
graphic data available, which was introduced and treated with
CrystalMakers V9.2.8 software (CrystalMaker Software Ltd).
X-ray diffraction (XRD, HT-XRD). The crystalline phase was
identified by X-ray diffraction (XRPD) of unoriented powder
samples (o50 mm size), which were analyzed in a Bruker D8 X-ray
diffractometer, using a Lynx eye detector, working at 40 kV and
30 mA, with CuKa radiation and a graphite monochromator, data
collection in the range of 4–641 (2y), a scan step of 0.021, and a
counting time of 63.4 s per step.
High-temperature X-ray diffractions (HT-XRD) were analyzed
with a high-temperature chamber model, Anton Paar HTK-
1600, adapted to the Bruker D8 X-ray diffractometer, operating
in air at atmospheric pressure, with temperatures ranging from
30 1C up to 1100 1C (heating rate of 1 1C min1), and measured
at regular intervals of 10 1C. Samples were spread evenly
covering the Pt strip sampler. At the end of the test, an
additional diffractogram was recorded at 30 1C to calibrate
the peak displacement exclusively due to the change in tem-
perature. The same measurement conditions were applied in
the HT-XRD and XRPD experiments.
Thermal analyses (DSC, TG, DTA). A differential scanning
calorimetry (DSC) was performed using a Mettler Toledo STARe
DSC822e instrument equipped with an FSR5 sensor with 56 Au/
AuPd thermocouples, a silver furnace, and a Pt100 thermocouple
working up to 700 1C.
The thermo-gravimetric measurements to obtain TG and the
DTA analyses were carried out with a Mettler Toledo TGA/
SDTA851e equipped with a horizontal furnace, which is able
to heat up to 1600 1C under air conditions.
Additionally, a PerkinElmer Pyris Diamond thermal analyzer
running up to 1100 1C was employed for the differential
thermal analyses (TG-DTA).
Scanning electron microscopy (SEM, FESEM). For the morphology
assessment and the detailed surface study, a powerful Hitachi
S-4800 FESEM was used, working from 5 kV up to 15 kV. Also, a
Jeol JSM-840 SEM system at 20 kV was employed. Samples were
coated with Au–Pd. The routine inspection of uncoated samples
was performed with a Hitachi TM3000 microscope.
Raman spectroscopy. Raman spectroscopy was performed
simultaneously to the determination of the dielectric properties
during the microwave heating process, with an EZ Raman-MAS-
In situ-II5 model probe. The Raman probe was passed through
an inspection hole located on the microwave applicator wall.
This hole was designed to be under cut-off to ensure that
microwaves were confined inside the applicator and to avoid
any microwave leakage. The probe also included a focusing
quartz lens (focus at 46 mm) to measure the sample surface
through the fused quartz sample holder (Fig. S1, ESI†). Mea-
surements were performed with a laser excitation wavelength of
523 nm and an intensity of 50 mW. Spectra in the range from
100 cm1 to 3100 cm1 were recorded with a spectral resolution
of 6.5 cm1 and a grating of 1.8 cm1 per pixel, using a cooled
(60 1C) high sensitive CCD detector and a calibration of
polished silicon with reference displacement of 520 cm1.
The data acquisition was controlled with a ProRaman-L7B1 v8
analyzer and Spectra management software.
Dielectric thermal analysis (MW-DETA). The dielectric properties
of the samples as a function of temperature during the microwave
heating process were measured with a microwave system able to
simultaneously heat and measure the samples with two indepen-
dent microwave sources (Fig. S1, ESI†). A detailed description of the
microwave system can be found in ref. 17. This system consists of a
cylindrical cavity using a dual-mode configuration with the TE111
mode being fed by an N-connector probe for heating, while in the
case of the TM010 mode, an SMA connector probe is used for the
measurement. The electric field vector of the heating mode (TE111) is
perpendicular to the cavity axis with a maximum field zone around
the center of the cavity, where the sample is placed. The electric field
vector of the measurement mode (TM010) is parallel to the axis and
uniform in height. The cylindrical cavity has a diameter of
104.92 mm and a height of 85 mm, with a resonance frequency
of the heating mode around 2.4 GHz. The resonance frequency
of the measuring mode is around 2.13 GHz (range 1.9–2.2). The
microwave heating source is based on a solid-state amplifier of
bandwidth 2.2–2.6 GHz and driven by a vector network analyzer
(VNA). The maximum incident power with this system is 150 W.
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The temperature in the sample is controlled by modifying the
power applied by the heating source to obtain the desired heating
rate and using a PID controller with Labview interface software.
A second VNA is installed for the measuring mode, and also, a
cross-coupling filter is used to avoid interferences with the heating
signal. At each temperature, the dielectric properties (e0 and e00) of the
sample are determined by a cavity perturbation method based on
the measured values of the cavity resonance frequency and the
quality factor. With this technique, accuracy is estimated to be 3%
for the dielectric constant and 10% for the loss factor. More details
about this method can be found in ref. 17.
In the experiments, fine powdered gypsum (o50 mm) was
placed in a standard fused quartz sample holder with a diameter
of 10 mm, filling it up to a height of 15 mm (sample volume =
1.13  0.08 cm3). A compressed sample (350 MPa) of powdered
gypsum with a diameter of 9.95  0.03 mm and 15 mm height
was also measured to evaluate the effect of porosity.
For comparison purposes with the rest of the techniques,
the microwave heating rate was set at 5 1C min1. During the
microwave heating, the sample temperature was measured
continuously with a pyrometer through a cut-off cylindrical
window of 7 mm diameter in the cavity wall. The bulk sample
temperature was calculated from the quartz holder surface
measurement by following a calibration curve obtained in a
thorough procedure described in ref. 63.
Additionally, visual observation of samples was made
through another cut-off inspection hole in the cavity wall and
recorded with a video camera for subsequent analysis.
Dielectric analysis at room temperature. The powdered
samples’ dielectric properties were also measured at room tem-
perature after being treated in a conventional electrical furnace.
The characterization was performed in microwave equipment
specifically designed for highly accurate measurements of dielectric
properties of powdered materials at room temperature and around
the ISM frequency of 2.45 GHz (accuracy: approx. 1% for the
dielectric constant and 2–5% for the loss factor).64
Dielectric measurements were based on the resonance fre-
quency shift and the quality factor of the microwave cavity with
the sample inside. The complex permittivity of the sample was
calculated based upon the structure’s electromagnetic model
and a numerical procedure controlled by Labview software.64
For the experiments, milled gypsum (o50 mm grain size)
was prepared, and subsamples were heated in a conventional
electric furnace at selected temperatures, as follows: 140 1C (30
min) to obtain bassanite, 250 1C (30 min) for g-anhydrite,
550 1C (30 min) for b-anhydrite, and 1200 1C (30 min) to obtain
a-anhydrite. Cooled samples were stored in a closed dry
environment until they were placed in a standard 1 mL glass
vial for the dielectric measurements.
Results and discussion
Samples of natural polycrystalline gypsum were prepared and
characterized according to the procedures described in the
previous section. The main results are discussed below.
X-ray diffraction analysis (XRPD and HT-XRD)
Fig. 1 presents the X-ray diffractograms of the gypsum powder
(XRPD), showing the absence of impurities at the resolution
level of the technique.
Fig. 2a and b depict the described transformations of the
gypsum sample using HT-XRD and their temperatures, following
this sequence: gypsum (up to 80 1C), subhydrates (65–180 1C),
bassanite (95–235 1C), g-anhydrite (160–400 1C), b-anhydrite (260–
1100 1C), and a-anhydrite (960–1100 1C). This sequence agrees with
previous findings in the literature,34–43 with intermediate phases
Fig. 1 X-ray diffractograms of the gypsum powder (XRPD).
Fig. 2 (a) HT-XRD of gypsum in the temperature range of 30–1100 1C (3D
view); (b) HT-XRD of gypsum in the range of 30–1100 1C in the different
phases.
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overlapping the different stages, due to the progressive increase of
temperature.
A more detailed study of the temperatures at which the
transitions occur can be carried out by examining parameters
such as the intensity or full width at half maximum values in
the HT-XRD diagram. Fig. 3 plots the areal intensity (IA) of the
reflection (121) of gypsum (d-space of 2.87 Å), which decreases
until fully disappearing at 100 1C. It also shows the reflection
(102) of anhydrite at 2.853 Å, which appears approximately at
160 1C.
Fig. 4 represents the intensity and full width at half maximum
(FWHM) of the anhydrite (200) reflection located at 3.5 Å, which
appears at low temperatures of between 60 and 80 1C. At 190–330 1C,
this reflection presents its minimum crystal order or maximum
width, as shown by the FWHM values, due to the transition from
bassanite to anhydrite.
Fig. 2–4 illustrate how the HT-XRD analytical technique can
identify the crystalline transitions in the CaSO4–H2O system.
However, the coexistence of phases highlights the complexity of
these transformations, and the difficulty in distinguishing these
phases is aggravated by using conventional heating methods
which rely on a slow heat transfer within the sample. This in fact
hinders the precise identification of the stages and their corres-
ponding temperatures.
Thermal analysis techniques
Fig. 5a and b represent the measurements from DTA-TG and
DSC analyses of gypsum samples. The endothermic area in the
range of 100–210 1C is the most relevant characteristic shown by
the DTA and DSC curves, which is associated with a significant
weight loss in the TG (20.73%). This is attributed to water
liberation during the bassanite formation with an intermediate
subhydrate phase. The minimum value at 163 1C corresponds to
the formation of bassanite, and water loss continues up to
190 1C when g-anhydrite is definitively formed.
Additionally, an exothermic heat flow peak around 354 1C
is related to the structural reorganization in the transition from
b-anhydrite to g-anhydrite without any significant mass varia-
tion in the TG.
Dielectric analysis at room temperature
The dielectric properties of samples heated at different tem-
peratures in a conventional furnace and measured at room
temperature (22 1C) are presented in Table 2.
Fig. 3 Areal intensity (IA) and d-spacing as a function of temperature, with
the gypsum (up to 100 1C) and anhydrite (from 160 1C) phases.
Fig. 4 Intensity (IA) and FWHM of the anhydrite (200) reflection at 3.5 Å
during the stage of heating up until 1100 1C. XRD after cooling at 30 1C is
also included for comparison.
Fig. 5 (a) DTA and TG of a gypsum sample. (b) DSC of a gypsum sample.
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The dielectric constant is very similar for all treated samples,
but differences are observed in the loss tangent, which can be
attributed to the different phases’ microstructure. Gypsum,
with nonpolar CaSO4 molecules, and given the polar structure
of the water molecules, shows a low dielectric constant (e0 =
2.99  0.01) and a very low loss tangent, indicating that there is
a lack of interaction with microwave energy. The same loss
tangent is observed for the sample treated at 1200 1C, with
a- and b anhydrite as the main phases, which indicates that the
crystal structure is very stable with a low capacity to be
polarized. The rest of the samples show higher values of loss
tangent, particularly in the case of the sample treated at 250 1C,
evidencing the presence of phases (g-anhydrite) which have a
higher interaction with microwave energy. The fact that the
dispersion of dielectric measurements is higher in this sample
informs us of the irregular presence of intermediate phases and
of an uneven distribution of different transformation stages
within the sample.
A compressed sample (350 MPa) of gypsum was also measured
to assess the effect of apparent density on the dielectric properties.
As expected, the measured dielectric values are higher because
since the air volume in the sample is insignificant, it has a minor
effect. However, the difference with respect to the non-compacted
samples indicates that the apparent density has a small influence
on the dielectric results.
Raman spectroscopy
As opposed to the analysis techniques described in previous
sections, which were based on the conventional heating of
samples, the results presented hereafter relied on microwave
heating.
Fig. 6 shows some examples of Raman spectra at different
temperatures during microwave heating. The temperatures
have been selected to be representative of the main different
phases. Changes occurring in the gypsum–anhydrite system
can be followed by inspecting the Raman modes, in particular,
the 3 vibration modes65 identified in the frequency mode of
SO4: (i) n1, the symmetric stretch vibration mode, around a
Raman frequency of 1009 cm1; (ii) n2, symmetric bending,
around a frequency of 417 cm1; and (iii) n3, asymmetric stretch
vibration, around a frequency of 1166 cm1.
Fig. 7 illustrates the variations in the n3 SO4 vibration mode
as a function of temperature. New emissions appear during
heating, suggesting the complexity of multiple transitional
structural phases. In particular, new vibration modes appear
from approximately 300 1C, which demonstrates the formation
of new structures from g-anhydrite.
In the case of the n2 SO4 vibration mode (see Fig. S2, ESI†),
only minor variations occur, indicating that they are mainly
caused by relaxation due to thermal dilatation.
Nevertheless, it is clear that the principal peak in intensity
corresponds to the n1 SO4 mode, with a frequency of 1008 cm
1.
This mode will be discussed in detail in the next section,
together with the MW-DETA analysis, since data correlation
between both techniques helps to interpret the different
phases.
Table 2 Permittivity measured at 22 1C of gypsum samples heated at different temperatures
Processing temperature [1C] Main phase Mass loss (%) e0 (at 22 1C) tan(d) (at 22 1C)
22 Gypsum — 2.99  0.01 o1  105
140 Bassanite 16.6  0.2 2.62  0.13 7.09  103  4.81  103
250 g-anhydrite 20.6  0.15 2.45  0.52 1.18  102  1.03  102
550 b-anhydrite 21.1  0.05 2.70  0.02 6.44  103  1.78  103
1200 a,b-anhydrite 22.1  0.3 2.70  0.01 o1  105
Reference of compressed gypsum
22 Gypsum — 4.11  0.01 4.13  103  1.22  104
Fig. 6 Raman spectra at different temperatures during microwave heating,
representative of the different phases: (a) gypsum (30 1C), (b) subhydrate
(145 1C), (c) bassanite (180 1C), (d) g-anhydrite (225 1C), (e) g-anhydrite
(296 1C), (f) b-anhydrite (365 1C); with the three main SO4 vibration modes
(n1, n2 and n3).
Fig. 7 Results from in situ Raman measurements for the n3 SO4 vibration
mode as a function of temperature.
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Dielectric thermal analysis (MW-DETA)
Fig. 8 depicts the loss tangent of the gypsum sample measured
under microwave heating (MW-DETA). The Raman spectroscopy
(n1 SO4 mode) and DTA measurement of gypsum samples are
also included in the figure for comparison purposes. Fig. S3,
ESI† plots the specific dielectric constant and loss factor varia-
tions as a function of temperature, both for the microwave
heating and cooling cycles.
Fig. 8 shows different stages, which can be clearly distinguished
from the loss tangent variations. For example, in the temperature
range from 22 1C to 110 1C, the loss tangent of approximately 103
reflects the low capacity of the sample to absorb microwave energy,
which is in agreement with the dielectric properties at room
temperature shown in Table 2. The Raman frequency of the n1
SO4 mode remains constant because no changes in the crystal
structure occur in this range.
According to the dielectric characterization, the water of
crystallization in gypsum does not exhibit any dipolar effect.
This very low polarization is consistent with the fact that
water of crystallization (H–Ow–H) shows a stable chemical bond
of Ca (Ow–Ca) and CaSO4 (see Fig. 9a), with a short distance
(2.38 Å) between both. This hinders dipolar molecular movements
and leads to the formation of a layered structure.66 The surface
between the two water slices facing each other forms weak planes
along the (010) layer with an electrically neutral resultant, and thus,
a macroscopic dipole moment cannot be generated.67
In the range of 110–160 1C, the loss tangent (Fig. 8) exhibits
a steep increase of one order of magnitude along with the
endothermic area in the DTA, and a slight decrease in the n1 SO4
mode frequency. These changes can be attributed to the crystal
structure transformation during water loss in the gypsum–
anhydrite system (Fig. 9b). The movement of water molecules
and the subsequent liberation process lead to a notable increase
in the dielectric properties. The well-compensated layers of water
in gypsum are transformed into water channels in the 0.625-
subhydrate. Two types of water channels are formed, namely the
2W and 3W channels with 2 or 3 water molecules, respectively,
these having uncompensated bonds with an excess of negative
charge.34 Detailed information about the structure of the water
channels is provided in the ESI† (Fig. S4).
Fig. 8 shows a sudden decrease in the loss tangent in the
temperature range of 160 1C to 220 1C. Around 200 1C, the n1
SO4 vibration mode presents a steep increase of frequency of up
to 1024 cm1. These changes indicate that the formation of
bassanite involves the transformation of all the channels into the
3W type, with closer Ow–Ca bonds (with a distance of 2.336 Å)
and with a slightly higher distance in the Ow–Ow bonds (4.458 Å)
(see Fig. 9c), which contributes to the decrease in dielectric
properties in this stage.
In the range of 220 1C to 347 1C, there is a sharper increase
in the loss tangent between 235 1C and 255 1C, whereas the Raman
response does not show any change in the n1 SO4 vibration mode
frequency up to 309 1C. In this range, g-anhydrite water molecules
are removed from the 3W channels maintaining a similar structure
Fig. 8 Combined diagram with in situ simultaneous MW-DETA (tan(d))
and Raman (n1 of S–O bond) measurements during microwave heating.
For illustrative purposes, the DTA measurement of gypsum aliquot is also
included.
Fig. 9 Crystal structure of the gypsum–anhydrite series structure showing
H2O molecules (ball and stick representation) in polyhedral projection.
(a) Gypsum (CaSO42H2O) structure perpendicular to (101), H atoms are
forming the plane (010). (b) CaSO40.625H2O structure (C2) showing the
two types of water channels in projection normal to (001) plane (data from
ref. 34). (c) Bassanite (CaSO40.5H2O) structure (I2) in a projection normal to
(100) (data from ref. 34). (d) g-anhydrite lattice P6222 (data from ref. 35)
perpendicular to (001). (e) Anhydrite Amma in a projection normal to (001),
data based on ref. 68.
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(see Fig. 9d). As the channels are still present, g-anhydrite shows its
typical high capacity to absorb water in this stage.
It should be noted here that evidence of this intermediate
phase was not well detected by the XRD method (Fig. 2a and b),
nor by the TG analysis, which showed a water release but only
of 0.065% between 225 1C and 265 1C (Fig. 5a). In addition, the
DSC analysis did not reveal any heat changes (Fig. 5b), and no
thermal changes were observed in the DTA curve (Fig. 8).
However, the dielectric changes clearly suggest a reorganization
of the ionic charges in the channels and that the remaining
water molecules disappear entirely. The observed impact on the
MW-DETA curve of this water liberation from the g-anhydrite
structure justifies the existence of a new intermediate phase
(hydro g-anhydrite), combined with the fact that the Raman
response shows minor variations in the n3 modes (Fig. 7),
reflecting minor structural variations at these temperatures.
The identification of this hydro g-anhydrite stage is coherent
with the structure mentioned by Bezou35 and studied by
Khasanov69 using electron spin resonance (ESR) techniques.
Under microwave fields, and once the binding energy has
been achieved, water molecules behave as isolated dipoles,
absorbing microwave energy with high efficiency, which
produces a sudden and fast liberation of water through the
structure channels. This leads to an abrupt change in the
microwave response between phases, which helps us identify
the phase limits. In contrast, when using conventional heating,
water is liberated by thermal conductivity from the external
heating source, causing the water loss and re-structuration to
occur from the surface to the inner parts. This difference can be
appreciated in the resulting particle morphology shown in
Fig. 10 and 11.
From 255 1C, a gradual decrease is observed in the loss
tangent (Fig. 8). This trend indicates a decreasing capacity of the
sample to absorb microwave energy, preventing the material
from being heated beyond 347 1C. In the Raman n1 SO4 mode, a
small decrease occurs in this range, which then remains stable
up to the end of the test. This decrease in the MW-DETA and
Raman curves evidences the continuous re-structuration of
anhydrite from a hexagonal to a more stable orthorhombic
structure of b-anhydrite (Fig. 9e) from approximately 300 1C.
This finding is in agreement with the strong exothermic energy
reaction observed in the DSC analysis at 354 1C (Fig. 5b). Similar
observations were reported by Smykatz70 or Carvalho,71 who
determined the transformation taking place at 380 1C.
Based upon the new evidence shown by the combined techni-
ques (Fig. 8), the transformation sequence identified during micro-
wave heating, including the newly identified phase, is compared to
conventional heating analyses (HT-XRD, DTA) and summarized in
Table 3.
Identified mechanisms of microwave absorption
The variations in the dielectric properties during heating are a
consequence of the changes in the material that affect its
interaction with microwave fields. In general, dielectric properties
are influenced by impurities, porosity, grain size, grain boundaries,
or sample density.72,73 At the crystal lattice level, some factors
affecting the polarizability of the material have been previously
identified: electrons traveling through the material, adjacent
dipoles, lattice distortion,74 as well as bulk ionic heating.74
In the gypsum–anhydrite system the contribution of dipolar
and ionic effects changes as the different phases evolve. In
gypsum, most charges of the water molecules are compensated
in the double water layers except in the surface of the grains,
where water molecules show an ionic charge. This mechanism is
also observed during the subhydrate stage because the water
molecule charges in the 2W channels are not fully compensated.
Orientation of the E-field causes the polarization of these bounded
water molecules (Ca2–H2O), which enhances the precession move-
ment (Fig. 12) that would contribute to the local heating. It should
be noted here that this movement appears in response of the
applied alternating electric field and thus, the polarisation effect is
maintained as long as the microwave field is applied.
Also, in the dehydrated g-anhydrite stage, the free electric
charges along the structure’s channels are suitable for ionic
polarizability. The presence of SO3
 radical ion molecules,
particularly in g-anhydrite, was detected by ESR,69 these molecules
contributing to the ionic heating. After the structural recrystallization
to b-anhydrite, with a more balanced distribution of the charges, this
ionic mechanism is reduced.
On the other hand, a dipolar effect is observed as the water
is liberated from the crystal structure, mainly in the subhydrate
and hydro g-anhydrite stages.
Thus, the main mechanisms governing microwave heating in
the gypsum–anhydrite system can be summarized as follows:
– An ionic effect, related to free ions and the non-compensated
charges of the sulfates, mainly: (i) crystal structure with free
ions (SO3
); (ii) vibration of the water of crystallization with
Fig. 10 SEM images of gypsum crystal at 250 1C during conventional
heating, where the particles’ morphology evidences the re-structuration
and water loss from the surface to the inner parts.
Fig. 11 SEM images where water channels can be appreciated in the
structure (microwave heating at 350 1C). During microwave heating, water
is liberated along water channels in the whole crystal volume.
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non-compensated charges, in the water of the gypsum grain
surfaces, 2W channels of subhydrates and 3W channels of
bassanite.
– A dipolar effect when water is liberated from the structure
and where sublimation from the sources containing bounded
water takes place: (i) gypsum 4 100 1C; (ii) subhydrates 4 140–
155 1C; (iii) bassanite 4 150 1C (171 1C maximum); and (iv)
hydro g-anhydrite (235–255 1C).
Conclusions
A gypsum–anhydrite system has been analyzed by dielectric
measurements under microwave heating (MW-DETA), simulta-
neously to Raman spectroscopy, and correlated with conventional
thermal analytical techniques (DTA, TG, DSC).
MW-DETA has proven to be a powerful analytical tool for
mineral and material characterization which can assess
mineral transformations, including crystal structure changes,
showing a very high sensitivity to water loss. With this technique,
volumetric and selective heating at the crystal level has detected
phase transformations with clear transitions as opposed to that
observed with conventional heating methods, which rely on a
heat transfer from the surface to the inner parts of the structure
and lead to gradual transformations and the coexistence of
different phases.
As a result, this technique has allowed the identification of a
new intermediate phase (hydro g-anhydrite) in the temperature
range between 230 1C and 260 1C, characterized by uncompensated
ionic charges inside the structural channels of the g-anhydrite
phase, which also supports the well-known solubility of this phase.
The dielectric properties of the mineral phases of thermally
treated samples have also been quantified, providing informa-
tion about the capacity of the material to absorb microwave
energy in each phase. The results have demonstrated that
Table 3 Summary of phases identified during conventional (HT-XRD, DTA) and microwave (MW-DETA, RAMAN) heating
T [1C]
Conventional heating
(HT-XRD, DTA) Microwave heating (DETA-MW, RAMAN)
Appear Domain Present Identified Description
23 G G A very small amount of water is lost, with hemihydrates at temperatures above 60 1C




115 Sh Water is liberated from gypsum by sublimation and the peak in the dielectric properties
matches perfectly with the maximum loss of water molecules. Bassanite formation starts with the
restructuring of the 2W water channels towards 3W channels, with minor structural changes
140 B Sh
160 g-A
170 B Bassanite stage with reduction of water loss and decrease of dielectric properties
210 B hg-A Hydro g-anhydrite stage with channels containing residual water
235 hg-A + g-A g-Anhydrite dehydration with residual water sublimation from the channels
and a local increase in dielectric properties
260 b-A g-A g-A g-Anhydrite fully dehydrated
309
315
320 g - b-A Transition to b-anhydrite with a decrease in the loss factor and dielectric constant.





G = gypsum, Ba = bassanite, Sh = subhydrate, hg-A = hydro g-anhydrite, g-A = g-anhydrite, b-A = b-anhydrite, a-A = a-anhydrite.
Fig. 12 (a) Main displacements of molecule components due to material
polarization when exposed to the electrical field (E) in the frequency of
microwaves, which causes a precession movement (resultant displace-
ment ellipsoid) shown in (b). Example of a water molecule (H1–O19–H2)
placed in a 2W water channel of 0.625-hemihydrate, at room temperature.
Translational movement (H1–O19–H2) rotate fixed Ca2 of the O16–Ca2
bond in 2W, and rotational along the O16–Ca2 bond axis.
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microwave absorption by gypsum and b-anhydrite is particularly
low compared to that in the transitional phases.
The information obtained by this technique has unveiled
the mechanisms behind the microwave heating of the gypsum–
anhydrite system and provides evidence of the influence of
crystal water and of water channels in the crystal structure as a
function of temperature.
Moreover, the capacity of the simultaneous application of
optical (i.e., Raman spectroscopy) and other in situ techniques
to detect microwave-matter interactions in this and other
dielectric materials offers unique opportunities for further in-
depth and thorough analytical studies of these interactions.
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